
BlackFrore
Ultimate CPU Cooler with Smart PWM Fan
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1. Mount the 92mm Fan (A) by inserting the Fan Mount Set (D) into the fan mounting holes and
fastening in Heatsink (B) grooves.

2. Insert the 4 x Push Pin B (F) into the Mounting Ring (C) and insert the assembly into the 
mounting holes of motherboard as shown.

3. Insert the 4 x Push Pin A (E) into the holes of 4 x Push Pin (B).

4. Apply GC Pro (G) Thermal Compound on CPU surface
(a small amount in centre is sufficient).

5. Peel off the protective film from the Heatsink (B) base.

6. Put the Heatsink-Fan Assembly into the Mounting Ring (C) and fasten the Heatsink (B) 
clamps.

7. Plug in the 4 Pin PWM connector of the 92mm Fan (A) into the CPU 4 Pin PWM header on 
your motherboard.

LGA775
LGA115X
LGA1366

1. Mount the 92mm Fan (A) by inserting the Fan Mount Set (D) into the fan mounting holes and 
fastening in Heatsink (B) grooves.

2. Apply GC Pro (G) Thermal Compound on CPU surface.
(a small amount in centre is sufficient).

3. Peel off the protective film from the Heatsink (B) base.

4. Put the Heatsink-Fan Assembly on top of the original AMD heatsink mounting bracket* and 
fasten the Heatsink (B) clamps as shown.
*included with your motherboard.

5. Plug in the 4 Pin PWM connector of the 92mm Fan (A) into the CPU 4 Pin PWM header on 
your motherboard.
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1 x 92mm PWM Fan 1 x Heatsink

1 x Mounting Ring

4 x Push Pin A 4 x Push Pin B

1 x Fan Mount Set

1 x GC Pro


